7 *2 HOOPS

12" 0.C.
PIER DIA. AS

SHOWN
ON PLANS
3" CLEARANCE
MININMUM
SECTION _A-A

PIER VERTICAL STEEL
DIAMETER *5 BARS
16" 8
24" 12
26" 14
30" 16
42" 24
NOTES:

1. EACH PIER SHALL BE COMPLETED
IN A SINGLE CONTINUOUS POUR.

2. CHAMFER EDGES 3/4".

5. CONTRACTOR SHALL CONSTRUCT
CONCRETE PIER TO A MINIMUM
DEPTH OF 6' OR TO A DEPTH
WHERE A GOOD BEARING SOIL

IS ENCOUNTERED.

4. ALL SHAFTS SHALL BE BORED VERTICALLY
2" TOLERANCE.
5. ALL INFORMATION SHOWN IS CITY

MINIMUM. ALL PIERS SHALL BE

DESIGNED BY A PROFESSIONAL ENGINEER.

PLUMB WITHIN

DUCTILE IRON PIPE

WRAP WITH ONE LAYER

OF TAR PAPER TO
PREVENT BONDING

| PIPE 0.D.__|
+

2' MAX.

ool ||

/ 3" CLEAR

VARIES

(MIN)

i

%
PLAN

4" WIDE X 378" THICK STEEL STRAP
(PRIMED & PAINTED) FORMED TO
PERMIT SNUG TIGHTENING OF PIPE
TO PIER (2 REQ'D. PER PIER)

1" x 18" GALVANIZED STEEL
ANCHOR BOLT SECURED TO
VERTICAL REINFORCING STEEL

EXTRA HEIGHT
CONCRETE PIER
(PER FOOT)

MIN. 6'
"STD. PIER"

BELOW GRND.

AV': ;';,; ;VA

VERTICAL STEEL AS PER TABLE

| — *2 HOOPS, 12" O.C.

POUR CONC. AGAINST
UNDISTURBED EARTH
INTO HOLE

TYPICAL CONCRETE DRILLED PIER

FOR AERIAL SEWER

S4-00

#2 STIRRUP, 24" O.C.
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CONCRETE ENCASEMENT
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LL 7/16"
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¥ MACHINED BEARING SURFACE

1-1/4"

PICK HOLE DETAIL

1-5/8"

SEE BOLT HOLE DETAIL
(WATERTIGHT COVER ONLY)

BOLT HOLE DETAIL

33-1/4" ———=

<=——32-3/16" —=

—GROOVE FQOR 174" DIA.

&44/2” \WHQ 14/zw X AATEfPRENE GASKET COVER BACK
7/16“\&(« I i ‘\h 2-9/16"

f ‘ !
30" 31-7/8"
e——33-15/16" —= “f”
40-3/4" - 1

FRAME SECTION eorza—] T Loy

23

COVER SECTION

(4) 1/2" DRILLED AND TAPPED
BOLT HOLES
(WATERTIGHT FRAME ONLY)

(4) 1/2"-13 X 1-3/4" SS HX HD BLTS
WITH STEEL & RUBBER WASHERS
(WATERTIGHT COVER ONLY-V1480 APT)

(4) 1/2"-13 X 1-3/4" SS HX HD BLTS
WITH STEEL & RUBBER WASHERS
(WATERTIGHT COVER ONLY-V1480 APT)

1-1/2"

COVER FACE COVER FACE

FRAME PLAN

(VULCAN V1480)

MANHOLE RING AND COVER &
WATERTIGHT MANHOLE RING AND COVER

(VULCAN V1480)
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GENERAL NOTES:

ALL AREAS WHERE EXISTING VEGETATION AND GRASS COVER HAVE BEEN BARED BY CONSTRUCTION
SHALL BE ADEQUATELY BLOCK SODDED OR HYDROMULCHED AND WATERED UNTIL GROWTH IS ESTABLISHED.
IN DEVELOPED AREAS WHERE GRASS IS PRESENT, BLOCK SOD WILL BE REQUIRED. BARED AREAS SHALL
BE SEEDED OR SODDED WITHIN 14 CALENDAR DAYS OF LAST DISTURBANCE.

APPROVED EROSION CONTROL MEASURES MUST BE INSTALLED DURING THE ENTIRE TIME THAT EARTH HAS
BEEN BARED BY CONSTRUCTION AND SHALL STAY IN PLACE UNTIL ACCEPTABLE VEGETATIVE GROWTH IS
ESTABLISHED AFTER CONSTRUCTION IS COMPLETE AND THEN REMOVED BY CONTRACTOR.

ALL EROSION CONTROL MEASURES SHOULD BE CLEANED OF SILT AFTER EVERY RAIN.

ESTABLISHMENT OF VEGETATION MAY BE A WARRANTY ITEM.

CITY OF BRYAN
The Good Life, Texas Style.™
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